Material Handling Equipments

o o 4
°o° .
Electric Stacker ®
FX Series
Load Capacity : 400kg - 900kg
Lift : Electric / Drive : Electric, Walkie Type "
MODEL TYPE UNIT FX 4S FX 6S FX 6W FX 6ST FX 6WT FX 9S FX 9W FX 9ST FX OWT
MAXIMUM LOAD Kg 400 600 900
LOAD CENTER LC mm 400 400
LIFTING HEIGHT FH mm | 50~1500 | 60~1500 | 60~2480 [ 30~1500 | 30~2480 | 60~1500 | 60~2480 | 30~1500 | 30~2480
INCLINATION AFER TILT 0 deg |Without Tilt Without Tilt 5 Without Tilt 5
WITH mm/sec 120 85 110 75 95
RISING SPEED
WITHOUT| mm/sec 180 120 160 120 160
WITH km/h 3.2 3.7 3.7
DRIVING SPEED
WITHOUT| km/h 3.8 4.2 4.2
MINIMUM TURNING RADIUS R mm R950 R1150 R1295
LENGTH L mm 1660 2060 2210
WIDTH w mm 720 870
HEIGHT (Minimum Fork Elevation) |H mm 1950 1960 1725 1960 1725 1975 1725 1975 1725
HEIGHT (Maximum Fork Elevation) |CH mm 2030 3010 2030 3010 2030 3010 2030 3010
WHEEL BASE WB mm 550 900 1050
FORK LENGTH FL mm 770 850
FORK OVERALL WIDTH FW mm 650~200 645~200
SINGLE FORK WIDTH F mm 80 80
SERVICE WEIGHT Kg 800 860 920 870 930 955 1015 965 1025
¢250x65
DRIVE WHEEL mm Urethane Urethane 280 x W80 1piece
1piece
¢130x50
LOAD WHEEL mm Urethane Urethane ¢150 x W65 2pieces Urethane ¢150 x W65 2pieces
2pieces
BATTERY VOLTAGE v 12 24
BATTERY CAPACITY Ah/5Shr 100 65 ‘ 100
BATTERY CHARGER Automatic Battery Charger
DRIVE MOTOR W 330 800
Resistance | Resistance | Chopper | Resistance | Chopper | Resistance | Chopper | Resistance | Chopper
Btz 2D A E Bk 2 Control Control Control Control Control Control Control Control Control
HYDRAULIC MOTOR W 1500
Knob Type Knob Type Knob Type Knob Type
HYDRAULIC MOTOR CONTROL SYSTEM w Knob Type | Knob Type | Chopper | Knob Type | Chopper | Knob Type | Chopper | Knob Type | Chopper
Control Control Control Control
CONTINUATION OPERATING TIME Hour:Mins|  2:00 1:40 1:50 1:40 1:50 2:10 2:00 2:10 2:00
FLOOR WITHSTAND LOAD
(Reference Value) Kg/m? 2645 1494 1561 1514 1581 1666 1719 1683 1736
'Zf'}g%ﬁ‘,ﬂcg(';f‘“ AIOLAEE St mm | 2150 2600 2600 2600 2600 2750 2750 2750 2750
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Material Handling Equipments

Electric Stacker o

FX Series
Load Capacity : 1,500kg
Lift : Electric / Drive : Electric, Rider Type

Ergonomical Design Side Stabilizers for Side Support for Cushioned Stand
for Steering Comfort Extra Safety Operators Safety on Platform

Model

STB15-2-45 / STB15-2-58
Capacity 1500 Kg/ Lift Height upto 5800 mm

STANDARD FEATURES

= Heavy Duty Masts.

= Side Stabilizers for Extra Safety.

= Regenerative Braking System.

= Stipless Speed Control.

= Emergency Reversing Device.

= Emergency Power Cut-off.

= Speed (low / high) Selector Switch in the Handle.
= Built in Pressure Relief Valve Protects the

= Stacker from Overload.

OPTIONAL FEATURES

= Battery Discharge Indicator with Hour Meter.

L] Battery Changing TroIIey. - 1.5T LOAD CHART
= Load Platform. 0k
= Load Backrest. =
= Bk L — | 3400 T
TECHNICAL SPECIFICATIONS: o
Model Type STB15-2-45 STB15-2-58 W o e o oom
Max Work Load Capacity Kg 1500 1500
Load Centre mm 600 600
Lifting Height mm 90-4500 90-5800
Lifting Speed Laden mm/sec 100 100 1150
Unladen mm/sec 130 130 % CT
| ing Speed Laden mm/sec 250 250 - ? .—’_Ej
Unladen mm/sec 170 170 9 g & A 8
- Laden Km/Hr 5 5 “ % s J N
Driving Speed
Unladen Km/Hr 7 7 CJL
deability Laden % 8 8
Unladen % 15 15
Turning Radius mm 1795 1795
Length mm 2120 2120
Width mm 1000 1000 M
Minimum Fork Elevation mm 2820 2150 i ‘ —%‘ '
Fork Elevation mm 5025 6310 — H | | H
Wheel Base mm 1495 1495
Ground clerance mm 28 28
Fork Length mm 1150 1150
Fork Overall Width mm 560 560
Fork Lip Width mm 180 180 o
Service Weight Kg 1440 1600 2
Drive Wheel mm Urethane @254 x 97 x 1 § y
Load Wheel mm Urethane @65 x 85 x 4 N E M h
Caster Wheel mm Urethane @151 x 44 x 2 d &
Battery V/AH 24V-240 AH/5 Hr 600 == g
Battery Charger Automatic Battery Charger AC 220V OR 230V M 7
Drive Motor KW 2 o ‘
Drive Motor Control System MOSFET Controller “l | —
Hydraulic Motor KwW 2.2 J:ju_ e 5
Product & Accessories shown here may not be the part of standard equipment L 2120 =
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Material Handling Equipm

Electric Stacker (European Type)

715 BD

Load Capacity : 1,500kg
Lift : Electric / Drive : Electric, Walkie Type

h3 h1 ha h5 | (@t
1565sx mm 2085 2250 1565 15
2.750dx mm 1970 3345 1375 15
3.050dx mm 2120 3645 1525 15
3550dx mm 2370 4145 1775 13
3825tx mm 1.870 4.445 1275 1.1
4125tx mm 1970 4745 1375 1.0
4575tx mm 2120 5245 1525 0.9

i3

N
full free lift for duplex mast o automatic battery refilling o / | .
full free lift for triplex mast o electronic braking system s , [ H :H
push button for vertical operation o electronic speed control s J 1
lifting/lowering by push buttons on tiller arm o electromagnetic parking brake s I N
cold store execution o BDl/hour meter with lifting cut-off at 80% discharge s AL\ 1] | {

s = standard o = option +

715 FS ac

Load Capacity : 1,500kg
Lift : Electric / Drive : Electric, Walkie Type

STANDARD MASTS

mination Mast lowered | Lift heig tal lift Mast Free lift | Mast tilti Capacity (t)
height height | extended
height
mm

— v o0

2.110 1.590 1.650 2.110 1.565 4/1 1.5

Simplex
mm 1.885 2.540 2.600 3.160 1.275* 4/1 145
Duplex mm 2.135 3.040 3.100 3.660 1.525* 4/1 1.2
mm 2.385 3.540 3.600 4.160 1.775* 4/1 1.0
mm 1.895 3.840 3.900 4.430 1.275 4/1 0.8
Triplex FFL
mm 1.995 4.140 4.200 4.730 1.375 4/1 0.7
* option

Accessories and special executions

full free lift for duplex mast pin access key pad

full free lift for triplex mast anti roll-back system

cold store execution electronic speed control

anti slippery traction wheel electronic brake system

polyurethane traction wheel parking electromagnetic brake
BDI hourmeter with lifting cut-off at 80% discharge
built-in charger 24V 45A

3" hydraulic function with integrated side-shift

push button for vertical operation

servo-steering system on tiller arm

battery side extraction facility
single battery stand traction battery 24V 375Ah and charger 24V 60A

double battery stand

standard . option .

tilting mast

bib2 g
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terial Handling Equipments

Electric Stacker (European Type)

716 BLK-R

Load Capacity : 1,600kg
Lift : Electric / Drive : Electric, Walkie Type

1.610 sx 2110 2110 1.565

2760dx mm 1885 3.160 1275 1.5
3.060dx mm 2135 3.660 1.525 1.1
3.540dx mm 2385 4.160 1775 1.0

Accessories and special executions -

full free lift for duplex mast o  automatic battery refilling o L
push button for vertical operation o electronic braking system s

lifting/lowering by push buttons on tillerarm o electronic speed control s

cold store execution o  electromagnetic parking brake s "

tiliting forks o  BDI/hour meter with lifting cut-off at 80% discharge s

side-shift [¢]

s = standard o = option =

716 BMK ac

Load Capacity : 1,600kg
Lift : Electric / Drive : Electric, Walkie Type

716 BMK ac

lift Mast Free lift Capacity (t)
height extended
height

[ [ [ [ e

Simplex mm 2.080 1.560 1.650 2.215 1.560 1.6
mm 1.995 2.710 2.800 3.405 1.470* 1.6
Duplex mm 2.145 3.010 3.100 3.705 1.620* 1.45
mm 2.400 3.510 3.600 4.205 1.870* 1.25
mm 1.900 3.810 3.900 4.550 1.370 1.1
Triplex FFL mm 2.000 4.110 4.200 4.850 1.470 1.0
mm 2.150 4.560 4.650 5.250 1.620 0.85
mm 2.400 5.310 5.400 6.000 1.870 0.5
* option

Accessories and special executions

full free lift for duplex mast double battery stand wiht wheels

w full free lift for triplex mast pin access key pad
e & cold store execution anti roll-back system

electronic speed control

y | supertrack traction wheel

.

polyurethane traction wheel electronic brake system

1 : push button for vertical operation electromagnetic parking brake

BDI hourmeter with lifting cut-off at 80% discharge
built-in charger 24V 35A

electric servo steering on tiller arm

battery side extraction facility

ot b single battery stand

standard . option .

automatic battery refilling

3
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Material Handling Equipments

Electric Stacker (European Type)
716 Kac 720K ac

Load Capacity : 1,600kg * 2,000kg
Lift : Electric / Drive : Electric, Walkie Type

STANDARD MASTS

716 K ac 720 K ac

Mast Free lift Capacity (t) | Capacity (t)
extended
height

Denomination Total lift

height

[ [ |
Simplex mm 2.080 1.560 1.650 2.245 1.560 1.6 2.0
mm 1.955 2.710 2.800 3.395 1.410* 1.6 2.0
Duplex mm 2.105 3.010 3.100 3.695 1.560* 1.45 1.8
mm 2.360 3.510 3.600 4.195 1.810* 1.25 1.6
mm 1.860 3.810 3.900 4.495 1.310 1.1 1.5
Triplex FFL mm 1.960 4.110 4.200 4.795 1.410 1.0 1.4
mm 2.110 4.560 4.650 5.245 1.560 0.85 14
mm 2.360 5.310 5.400 6.000 1.810 0.5 0.7
* option
4 Accessories and special executions
- full free lift for duplex mast double battery stand

full free lift for triplex mast pin access key pad

i cold store execution anti roll-back system

@ supertrack traction wheel electronic speed control

polyurethane traction wheel electronic brake system

m2| s Ints.

push button for vertical operation electromagnetic parking brake

electric servo steering on tiller arm BDI hourmeter with lifting cut-off at 80% discharge

3 = battery side extraction facility built-in charger 24V 35A

automatic battery refilling

- single battery stand

| ,\‘ 7777il standard . option .

Focus
Load Capacity : 1,200kg
Lift : Electric / Drive : Electric, Walkie Type

STANDARD MASTS

=2 g
st
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Denomination Mast lowered] Lift height Total lift Mast Free lift Capacity (t)
height height extended
height
I I T BT ,

(t) c=600 mm

Simplex mm 2.085 1.565 1.650 2.085 / 1.2
mm 2.005 2.815 2.900 3.400 / 1.2
Duplex
mm 2.355 3.515 3.600 4.100 / 1.0
mm 1.960 4.115 4.200 4.795 1.410 0.75
mm 2.110 4.565 4.650 5.245 1.560 0.60
* option

Accessories and special executions

full free lift for duplex mast

full free lift for triplex mast

cold store execution

capacity 1.400 Kg. for triplex FFL mast
polyurethane traction wheel

push button for vertical operation

double load wheel

lifting / lowering by mini-joystick or push buttons on tiller arm

standard . option .

pin access key pad

anti roll-back system

electronic speed control

electronic brake system

electromagnetic parking brake

BDI hourmeter with lifting cut-off at 80% discharge
built-in charger 24V 35A

automatic battery refilling

1/18/2016 10:32:14 AM ‘ ‘
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terial Handling Equipments

Iy

Ast
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+

Electric Stacker (European Type)

Load Capacity : 1,200kg
Lift : Electric / Drive : Electric, Walkie Type

Logos Light Logos ac

Capacity () | Capacity (t)

Simplex mm 2.085 1.565 1.650 2.085 / 1.0 1.2
mm 2.005 2.815 2.900 3.400 / 0.8 1.0
Duplex mm 2.355 3.515 3.600 4.100 / * 0.8
mm 2.655 4115 4.200 4.700 / * 0.4

* masts not available for Logos Light

Accessories and special executions Logos ac

double load wheels anti roll-back system

push button for vertical operation electronic speed control

supertrack traction wheel electronic brake system

no-marking rubber traction wheel electromagnetic parking brake

polyurethane traction wheel BDI hourmeter with lifting cut-off at 80% discharge

automatic battery refilling built-in charger 24V 20A

pin access keypad
Accessories and special executions Logos Light
double load wheels built-in charger 24V 10A

semi-traction batteries

push button for vertical operation

standard . option .
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Electric Stacker

Modle
Drive
Operator Type
Load Capacity
Load Center Distance
Load Distance, center of drive axle to fork
Wheelbase
Service weight (battery included)
Axle Loading (with load) front / rear
Axle Loading (without load) front / rear
Tires
Tire size, front
Tire size, rear
Stabilizers wheels dimensions
Wheels, number front / rear (x = traction)
Track width, front
Track width, rear
Lowered mast height
Free Lift
Lifting height
Extended mast height
Intial lift

Height of tiller arm in drive position
(min/max)

Forks lowered height
Total length
Length to forks face
Overall width

Forks dimensions
Fork carriage ISO 2328, class / type AB
Fork carriage width
Width over forks
Ground clearance
Aisle width for pallets 1000 x 1200
Aisle width for pallets 800 x 1200
Turning radius
Travel speed laden / unladen
Lifting speed laden / unladen
Lowering speed laden / unladen
Gradient performance ( S2 30 min )
Max gradient performance ( S2 5 min )
Service brake
Traction motor, rating S2 60 min
Lifting motor, rating S3 15%

Battery according DIN 43531 / 35 / 36 A,
B, C, no

Battery voltage, nominal capacity Kb
Battery weight ( &= 5 % )
Type of travel control
Energy consumption according to VDI cycle
Type of contorol

Sound level at driver’ s ear

Q@
c(mm)
X(mm)
Y(mm)

kg
kg
kg

b10

b11
h1(mm)
h2(mm)
h3(mm)
h4(mm)
h5(mm)

h14(mm)

h13(mm)
11(mm)
12(mm)
b1/b2(mm)

s/e/l

b3(mm)
b5(mm)
m2(mm)
Ats3(mm)
Ats3(mm)
Wa(mm)
km/h
m/s

m/s

KW
KW

no

V/Ah
Ke

KW/h

dB(A)

715 BD
Electric
Tiller / Pedestrian
1.5
600
730
1,435
1,300

polyurethane
245
150

1x/4

1,540
2,120
1,625
3,050
3,645

840/1,280

50
2,085
935
880/1,720

35/ 100/ 1,150

750

2,250

1,730

58/ 6
0.12/ 0.16
0.45/ 0.4

10/ 18
Inversion braking
2
3

no

24/ 300
200
MOS DC

<170

715 FS ac
Electric
Pedestrian
15
600
174
1,300
2,190
900/ 1,290
3,346/ 404
polyurethane
230
150

1x/2

850
1,885
1,275
2,540
3,160

740/ 1,300

60
2,772
1,622

980

35/ 120/ 1,150
Fem 2A
800
750
30
3,173
3,208
1,745
5.0/ 5.5
0.14/ 0.18
0.38/ 0.30

6/ 10
Electromagnetical
1.2
3

43531 A

24/ 375
302

ac

<70

Material Handling Equipments

716 BLK-R
Electric
Tiller / Pedestrian
1.6
600
485
1,400
1,460
1,300/ 140
1,730/ 2,880
polyurethane
245
150

1x/2

980
2,135
1,525
3,060
3,660

640/ 1,280

40
2,075
925
880/ 1,100

35/ 100/ 1,150

760
750
40

2,350

1,900

5.8/ 6
0.12/ 0.18
0.45/ 0.40

10/ 15
Inversion braking
2
3

no

24/ 300
250
MOS DC

<70

716 BMK ac

Electric

Pedestrian
1.6
600
735
1,446
1,330
1,040/ 1,902
906/ 422
polyurethane
85
245
150
1x +1/4
535
380
2,145
1,620%
3,010
3,705
110

852/ 1,247

90
2,015
862
880

70/ 180/ 1,150

560
30
2,585
2,515
1,700
5.8/ 6
0.14/ 0.18
0.38/ 0.30

6/ 10
Electromagnetical
1.2
3

43531 A

24/ 270 - 345~ 375%
245-295%-297%

1.25

ac

<70

*Option
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Electric Stacker

Modle
Drive
Operator Type
Load Capacity
Load Center Distance
Load Distance, center of drive axle to fork
Wheelbase
Service weight (battery included)
Axle Loading (with load) front / rear
Axle Loading (without load) front / rear
Tires
Tire size, front
Tire size, rear
Stabilizers wheels dimensions
Wheels, number front / rear (x = traction)
Track width, front
Track width, rear
Lowered mast height
Free Lift
Lifting height
Extended mast height
Intial lift

Height of tiller arm in drive position
(min/max)
Forks lowered height
Total length
Length to forks face
Overall width
Forks dimensions
Fork carriage ISO 2328, class / type AB
Fork carriage width
Width over forks

Ground clearance

Aisle width for pallets 1000 x 1200
crossways

Aisle width for pallets 800 x 1200
lengthways
Turning radius
Travel speed laden / unladen
Lifting speed laden / unladen
Lowering speed laden / unladen
Gradient performance ( S2 30 min )
Max gradient performance ( S2 5 min )
Service brake M ( mechanical )

I ( hydraulic) IV (inversion braking )
Traction motor, rating S2 60 min
Lifting motor, rating S3 15%

Battery according DIN 43531 / 35 / 36 A, B, C, no
Battery voltage, nominal capacity K5
Battery weight ( &= 5% )

Type of travel control
Energy consumption according to VDI cycle
Type of contorol

Sound level at driver’ s ear

Q (t)
c(mm)
X(mm)
Y(mm)
kg
kg
kg

mm

mm

b10

b11
h1(mm)
h2(mm)
h3(mm)
h4(mm)
h5(mm)

h14(mm)

h13(mm)
[1(mm)
12(mm)
b1/b2(mm)
s/e/l

b3(mm)
b5(mm)
m2(mm)

Ats(mm)

Ats(mm)

Wa(mm)
km/h
m/s
m/s
%
%

KW
KW
no

V/Ah
Kg

KW/h

dB(A)

Material Handling Equipments

716 K ac
Electlic
Pedestrian
1.6
600
700
1,345
1,200
1,034/ 1,650
874/ 330
polyurethane
230
85
150
1x +1/4
610
380
2,360
1,810
3,510
4,195
/

740/ 1,300

90
1,945
795
870
70/ 180/ 1,150

560
30

2,180

2,230

1,625
5.8/ 6.0
0.14/0.18
0.38/ 0.30

6/ 10
Electromagnetical

1.2

3
DIN 43531
24/ 270 - 345%~ 375%
245-295%-297%

1.25
ac

<70

720 K ac
Electlic
Pedestrian
2
600
680
1,325
1,360
1,334/ 2,272
966/ 398
polyurethane
230
85
150
1x +1/4
610
380
2,360
1,810
3,510
4,195
/

740/ 1,300

90
1,965
815
870
70/ 190/ 1,150

570
30

2,200

2,250

1,605
5.8/ 6.0
0.14/0.18
0.38/ 0.30

6/ 10
Electromagnetical

1.2

3
DIN 43531
24/ 270 - 345%- 375%
245-295%-297%

1.25

ac

<170

Focus ac
Electlic
Pedestrian
1.2
600
690
1,310
1,122
830/ 1,490
780/ 342
polyurethane
85
230
150
1x +1/2-4%
570
380
2,005
/
2,815
3,400
/

840/ 1,240

85
2,020
870
850
70/ 180/ 1,150

560
20

2,410

1,550
5.8/ 6.0
0.15/0.26
0.40/ 0.30

6/ 10
Electromagnetical

1.2
3
DIN 43531
24/ 270 - 345%- 375%
230

ac

<70

Logos Light
Electlic
Pedestrian
1
600
700
1,350
660
530/ 1,130
452/ 208
polyurethane
85
190
150
1x +1/2-4%
520
380
2,005
85
2,815
3,400
/

840/ 1,295

85
1,905
754
800
70/ 180/ 1,150

560
15

2,221

1,545
2.8/ 33
0.12/0.20
0.30/ 0.17

Electromagnetical

0.7
2
no
2x12/ 100
2x30

DC

<70

Logos ac
Electlic
Pedestrian
1.2
600
680
1,350
710
630/ 1,340
528/ 242
polyurethane
85
245
150
1x +1/2-4%
520
380
2,005
85
2,815
3,400
/

840/ 1,295

85
1,905
754
800
70/ 180/ 1,150

560
15

2,221

1,545
45/52
0.11/0.20
0.31/0.18

7/ 10
Electromagnetical

0.7
2
DIN 43531
24/ 160-250%
144

ac

<70

*Option

‘ ‘ 42600_D-Kub_001-192.indd 50

1/18/2016 10:32:16 AM ‘ ‘



