Lowlift Truck
JH Series

erial Handling Equipme

Load Capacity : 1,000 kg - 2,000 kg
Lift : Electric / Drive : Electric, Walkie Type

o

MODEL TYPE JHG10M JHG10L JHG13M JHG13L JHG15M JHG15L
MAX LOAD CAPACITY 1000kg 1000kg 1300kg 1300kg 1500kg 1500kg
WITH 2.5km/hr 2.5km/hr 3.8km/hr 3.3km/hr 3.2km/hr 3.2km/hr
DRIVING SPEED WITH OUT 4.0km/hr 4.0km/hr 4.5km/hr 4.5km/hr 4.5km/hr 4.5km/hr
LIFTING SPEED WITH 30mm/sec 30mm/sec 25mm/sec 25mm/sec 20mm/sec 20mm/sec
WITH OUT 35mm/sec 35mm/sec 35mm/sec 35mm/sec 35mm/sec 35mm/sec
MINIMUM TURNING RADIUS R1 1530mm 1700mm 1530mm 1700mm 1530mm 1700mm
LENGTH L1 1710mm 1880mm 1710mm 1880mm 1710mm 1880mm
WIDTH W1 695mm 695mm 695mm 695mm 695mm 695mm
HEIGHT 1200mm 1200mm 1200mm 1200mm 1200mm 1200mm
MINIMUM FORK ELEVATI ON 200mm 200mm 200mm 200mm 200mm 200mm
MAXIMUM FORK ELEVATI ON 80mm 80mm 80mm 80mm 80mm 80mm
F1 1050mm 1220mm 1050mm 1220mm 1050mm 1220mm
GelilCo Sl F2 7556mm 925mm 755mm 925mm 7556mm 925mm
FORK OVERALL WIDTH w2 580mm 685mm 580mm 685mm 580mm 685mm
FORK LIP WIDTH W3 150mm 150mm 150mm 150mm 150mm 150mm
SERVICE WEIGHT 300kg 310kg 300kg 310kg 310kg 320kg
DRIVE WHEEL Urethane @250 x W65 x 1 Urethane @250 x W65 x 1 Urethane @250 x W65 x 1
ROAD WHEEL Urethane ©78 x W100 x 2 Urethane 078 x W100 x 2 Urethane ©78 x W100 x 2
CASTER WHEEL Urethane 75 x W30 x 2 Urethane @75 x W30 x 2 Urethane 75 x W30 x 2
DRIVE MOTOR 12v 0.25kw 12v 0.33kw 12v 0.33kw
LIFTING MOTOR 12v 1.5kw 12v 1.5kw 12v 1.5kw
LIFTING DEVICE PUSHBUTTON DRIVEN ELECTRICAL PUSHBUTTON DRIVEN ELECTRICAL PUSHBUTTON DRIVEN ELECTRICAL
POWERED HYDRAURIC SYSTEM POWERED HYDRAURIC SYSTEM POWERED HYDRAURIC SYSTEM
BATTERY 12V 100AH/5hr 12V 100AH/5hr 12V 120AH/5hr
BREAKING SYSTEM ELECTROMAGNETIC BRAK ELECTROMAGNETIC BRAK ELECTROMAGNETIC BRAK
MODEL TYPE JHP 15M JHP15L JHP17M JHP17L JHP 20M JHP 20L
MAX LOAD CAPACITY 1500kg 1500kg 1700kg 1700kg 2000kg 2000kg
WITH 3.2km/hr 3.2km/hr 3.1km/hr 3.1km/hr 3.0km/hr 3.0km/hr
REVINCISHEED WITHOUT 4.2km/hr 4.2km/hr 4.2km/hr 4.2km/hr 4.2km/hr 4.2km/hr
LIFTING SPEED WITH 25mm/sec 25mm/sec 25mm/sec 25mm/sec 25mm/sec 25mm/sec
WITHOUT 40mm/sec 40mm/sec 40mm/sec 40mm/sec 40mm/sec 40mm/sec
MINIMUM TURNING RADIUS R1 1530mm 1700mm 1530mm 1700mm 1530mm 1700mm
LENGTH L1 1710mm 1880mm 1710mm 1880mm 1710mm 1880mm
WIDTH Wi1 695mm 695mm 695mm 695mm 695mm 695mm
HEIGHT 1200mm 1200mm 1200mm 1200mm 1200mm 1200mm
MINIMUM FORK ELEVATI ON 200mm 200mm 200mm 200mm 200mm 200mm
MAXIMUM FORK ELEVATI ON 80mm 80mm 80mm 80mm 80mm 80mm
F1 1050mm 1220mm 1050mm 1220mm 1050mm 1220mm
RORKIERCTH F2 755mm 925mm 755mm 925mm 755mm 925mm
FORK OVERALL WIDTH W2 580mm 685mm 580mm 685mm 580mm 685mm
FORK LIP WIDTH W3 150mm 150mm 150mm 150mm 150mm 150mm
SERVICE WEIGHT 330kg 340kg 350kg 360kg 390kg 400kg
DRIVE WHEEL Urethane 0280 x W80 x 1 Urethane @280 x W80 x 1 Urethane 280 x W80 x 1
ROAD WHEEL Urethane 978 x W100 x 2 Urethane o078 x W100 x 2 Urethane 078 x W70 x 4
CASTER WHEEL Urethane @75 x W30 x 2 Urethane @75 x W30 x 2 Urethane @75 x W30 x 2
DRIVE MOTOR 24v 0.8kw 24v 0.8kw 24v 0.8kw
LIFTING MOTOR 24v 1.5kw 24v 1.5kw 24v 1.5kw
LIFTING DEVICE PUSHBUTTON DRIVEN ELECTRICAL PUSHBUTTON DRIVEN ELECTRICAL PUSHBUTTON DRIVEN ELECTRICAL
POWERED HYDRAURIC SYSTEM POWERED HYDRAURIC SYSTEM POWERED HYDRAURIC SYSTEM
BATTERY 24V 65AH/5hr 24V 100AH/5hr 24V 120AH/5hr
BREAKING SYSTEM ELECTROMAGNETIC BRAK ELECTROMAGNETIC BRAK ELECTROMAGNETIC BRAK
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Material Handling Equipm

Lowlift Truck ®

SUPER LOW PRICE
EX ¢ EK Series

EX Series
Load Capacity : 1,000kg - 1,300kg
Lift : Electric / Drive : Electric, Walkie Type -

Model Type EX1050 EX1051 EX1072 EX1350 EX1351 EX1372
Max work load capacity 1000Kg 1000Kg 1000Kg 1300kg 1300kg 1300kg \ F1
Travelling speed (without full load) |3.5/3.0km/h|3.5/3.0km/h |3.5/3.0km/h| 3.5/2.8Km/h | 3.5/2.8Km/h| 3.5/2.8Km/h | 1.
Mini turningradius | R | 1400mm | 1400mm | 1505mm 1400mm 1400mm 1505mm Y ? A
Length L | 1570mm | 1570mm | 1675mm 1570mm 1570mm 1675mm g g k\%
Width 600mm 600mm 685mm 600mm 600mm 685mm ]
Height 1130mm 1130mm 1130mm 1130mm 1130mm 1130mm I F2
Fork length F1 | 1050mm | 1050mm | 1155mm 1050mm 1050mm 1155mm L
F2 | 755mm 755mm 860mm 755mm 755mm 860mm
Fork width W | 520mm 600mm 685mm 520mm 600mm 685mm
Fork Lip Width 150mm 150mm 150mm 150mm 150mm 150mm o
Minimum Fork Elevation 80mm 80mm 80mm 80mm 80mm 80mm QI (Eﬂ[]z [[]
Maximum Fork Elevation 200mm 200mm 200mm 200mm 200mm 200mm
Drive Control System FET Chopper control FET Chopper control 2 _ I P
Breaking system Electromagnetic brake Electromagnetic brake
" Push button driven electrical powered | Push button driven electrical powered L
Lifting system hydrauric system hydrauric system (: ! [[]
Battery 12v/eB65A| 12V/EB65AR] 12/EB65AR | 12V/EB65AN [ 12V/EB65AR] 12V/EB65AN
Battery charger Automatic battery charger (Place) Automatic battery charger (Place)
Service weight 165K | 165Kz | 175g 165 | 165kg | 175K
EK Series
Load Capacity : 1,000kg - 1,300kg
Lift : Manual / Drive : Electric, Walkie Type
Model Type EK1050 EK1051 EK1072 EK1350 EK1351 EK1372 g
Max work load capacity 1000Kg 1000Kg 1000Kg 1300kg 1300kg 1300kg 7 3
Travelling speed (without full load) 3.0/3.5km/h 2.8/3.5km/h
Minimum turningradius | R | 1150mm | 1420mm | 1570mm | 1150mm | 1420mm | 1570mm F1 =
Length L | 1320mm | 1590mm | 1740mm 1320mm 1590mm 1740mm ° -
Width 520mm 520mm 685mm 520mm 520mm 685mm = 5 -
Height 1250mm | 1250mm | 1250mm | 1250mm | 1250mm | 1250mm 5 = \é’ !
F1 | 800mm 1070mm | 1220mm 800mm 1070mm 1220mm v
Fork length | F2
F2 | 505mm 755mm 925mm 505mm 755mm 925mm
Fork width W | 520mm 600mm 685mm 520mm 600mm 685mm L
Fork Lip Width 150mm 150mm 150mm 150mm 150mm 150mm
Minimum Fork Elevation 80mm 80mm 80mm 80mm 80mm 80mm
Maximum Fork Elevation 200mm 200mm 200mm 200mm 200mm 200mm } \
Service weight 120Kg 130Kg 150Kg 120Kg 130Kg 150Kg a C[ [I] \
Battery 12V/EB65Ah 12V/EB6S5Ah 12V/EB65Ah| 12V/EB65Ah 12V/EB6SAh 12V/EBBSAh
Battery charger Automatic battery charger (Place) Automatic battery charger (Place) = %;%J‘A
Push button driven electrical powered | Push button driven electrical powered X
Lifting system hydrauric system hydrauric system Q:] []] 2 D i
Drive system Electric travel/Electricmagnetic brake ' /
Control system Butterfly handle/Switch control [ Butterfly handle/Switch control /
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Material Handling Equipments

Lowlift Truck

JHPM25L
Load Capacity : 2,500kg
Lift : Electric / Drive : Electric, Rider Type

Optional Features

« Battery discharge indicator with hour meter
+ Battery changing trolley
+ Load platform

» Load backrest

Technical Specifications

Work Load Capacity Kg 2500
Load Center mm 600 S] (DED
Drining Speed Laden Km/Hr 2.8 R
Unladen | Km/Hr 4.8 g g
Lifting Speed Laden m/s 0.025 gl (DED
Unladen m/s 0.085
Turning Radius mm 2035
Length mm 2200
Width mm 680
Height mm 1290
Gradeability  Laden % 5
Unladen % 10
Minimum Fork Elevation mm 80
Maximum Fork Elevation mm 200 L
Fork Length mm 1150 §] g
Fork Overall Width mm 680 g s s
Ground Clearance mm 27 —
Service Weight Kg 600
Drive Wheel mm Urethane @250 x 95 x 1
Load Wheel mm Urethane @50 x 70 x 2
Caster Wheel mm Urethane @100 x 40
Drive Motor V/IKW 24V/ 2.5KW
Lifting Motor V/KW 24V/ 2.2KW
e . Push Button Driven Electrical
Lifting Device .
Powered Hydraulic System
Battery V/AH 24\V//210AH
Braking System Electromagnetic Brake

Product & Accessories shown here may not be the part of standard equipment
36
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Material Handling Equipm

Lowlift Truck (European Type)

313 KN ac

Load Capacity : 1,300kg
Lift : Electric / Drive : Electric, Walkie Type

() [— [ ]

Accessories and special executions

Single load wheel . Electronic braking -
Double load wheel B Anti roll-back system B
External forks width 540 mm . Electronic speed control .
No-marking rubber traction wheel . Electromagnetic parking braking .
Supertrack traction wheel [l Built-in battery charger 24V 10A ||
Polyurethane traction wheel . Battery isolator .
Push button for vertical operation - -

Standard [l Option [l

P

-
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316 KN ac - 320 KN ac

Load Capacity : 1,600kg - 2,000kg
Lift : Electric / Drive : Electric, Walkie Type

Accessories and special executions

Single load wheel . Automatic battery refilling -
Double load wheel [l Electronic braking B
External forks width 540 mm . Anti roll-back system .
External forks width 670 mm . Electronic speed control .
Supertrack traction wheel - Electromagnetic parking braking .
Polyurethane traction wheel [ cCold store execution [ |
Push button for vertical operation - Built-in battery charger -
Battery side extraction facility . BDI/hourmeter with automatic lifting cut-off at 80% discharge .
Single battery stand - Traction battery 24V 230Ah and 24V 250Ah (320 Kn ac only) -
Pin access keypad B

Standard [Jl] option [l
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terial Handling Equipments

Lowlift Truck (European Type)

316 KN-C ac

Load Capacity Mast Lift : 1,000kg

Load Capacity Inital Lift : 1,000kg

Load Capacity Intial Lift and

Mast Contemporaneously : 1,600kg

Lift : Electric / Drive : Electric, Walkie Type

Accessories and special executions

Double load wheel [ Electronic braking | |
External forks width 540 mm B Anti roll-back system B
Supertrack traction wheel . Electronic speed control .
Polyurethane traction wheel . Electromagnetic parking braking .
Push button for vertical operation - Cold store execution .
Pin access keypad [ Built-in battery charger 24V 25A B
Automatic battery refilling - BDI/hourmeter with automatic lifting cut-off at 80% discharge -

Standard [l Option [l

! 4%#
L
1

L b1 bi0

= |

316 KN-M ac
. o 0
Load Capacity Mast Lift : 800kg @ ?]Qé

Load Capacity Inital Lift : 2,000kg \
Load Capacity Intial Lift and
Mast Contemporaneously : 1,600kg

. . . . ) N
Lift : Electric / Drive : Electric, Walkie Type — =
Accessories and special executions
Double load wheel [ Electronic braking B
External forks width 540 mm - Anti roll-back system .
Supertrack traction wheel . Electronic speed control .
Polyurethane traction wheel [l Electromagnetic parking braking ||
Push button for vertical operation [ Cold store execution ||
Pin access keypad [ Built-in battery charger 24V 25A | |
Automatic battery refilling - BDI/hourmeter with automatic lifting cut-off at 80% discharge -
Standard [l opton |l
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Lowlift Truck ( European Type)
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330 BE
Load Capacity : 3,000kg

Material Handling Equipme

Lift : Electric / Drive : Electric, Walkie Type

SPECIAL EXECUTIONS

double load wheel

triple load wheel

external forks width 540 mm

external forks width 670 mm
polyurethane traction wheel

anti-slip traction wheel

operator’s platform with side protections

operator’s platform with backrest

s = standard o = option

operator’s platform “Ben Hur” type o
push button for vertical operation o
cold store execution o
automatic battery refilling o
electronic braking system S
electronic speed control s
electromagnetic parking brake s

BDI/hour meter with lifting cut-off at 80% discharge s

<

1200 | P‘a
855
s Inis

b10

Laz

i%

330 K
Load Capacity : 3,000kg

Lift : Electric / Drive : Electric, Walkie Type

SPECIAL EXECUTIONS

double load wheel

external forks width 560 mm
external forks width 680 mm
polyurethane traction wheel
anti-slip traction wheel

push button for vertical operation

cold store execution

s = standard o = option

special execution for rolls transport o
special execution with lifting platform o
automatic battery refilling o

electronic braking system
electronic speed control s
electromagnetic parking brake S

BDI/hour meter with lifting cut-off at 80% discharge = s

39
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Lowlift Truck

Modle

Drive

Operator Type

Load Capacity
Rated Load

Load Center Distance

Load Distance
( center of load axle to fork force)

Wheelbase
Service weight incl.
Battery (see line 6.5)

Axle Loading, laden Front / Rear

Axle Loading, unladen Front / Rear

Tires
Tire size, front
Tire size, rear

Additional wheels
dimensions

Wheels, number front /
rear (x = driven wheels)

Track width, front
Track width, rear
Lift
Height of tiller arm in
drive position min./ max
Forks lowered height
Overall length
Length to face of forks
Overall width
Forks dimensions
Width over forks

Ground clearance, centre
of wheelbase

Aisle width for pallets
1000 x 1200 crossways

Aisle width for pallets
800 x 1200 lengthways

Turning radius

Travel speed laden / unladen

Lifting speed laden / unladen

Lowering speed laden /unladen
Max gradient
performance
Service brake

Traction motor, rating S2
60 min

Lift motor, rating S3 15%

Battery according to DIN
43531 /35/36 A B, C,
no

Battery voltage, nominal
capacity K5

Battery weight

Energy consumption
according to VDI cycle

Type of drive control

Sound level at driver’s
ear according to EN 12
053

s/e/l
b5

m2

Ast

Ast

terial Handling Equipments

313 KN ac
Electric

Pedestrian
1.3t
600 mm
980 mm

1,220 mm
270 kg

470 / 1,096

232 kg / 52 kg

polyurethane
245 mm
85 mm

100 mm

(1x +2) /2 n®

487 mm
360 mm
120 mm

950 / 1,275 mm

85 mm
1,544 mm
394 mm
730 mm
60 / 180 / 1,150
540 mm

25 mm

1,744 mm
1,480 mm
5/58 km/h

0.05 / 0.06 m/s
0.26 / 0.06 m/s

10 /20 %
Electromagnetic
0.7 kw

0.5 kw

no

2x12v / 85A V/Ah

75 kg

ac

<70 dB(A)

316 KN ac
Electric

Pedestrian

161t
600 mm 500 mm
980 mm 810 mm
1,333 mm 1200 mm

426 kg

polyurethane
230 x 75 mm
85 x 90 mm

80 x 45 mm

(1x +2) /2 n®

489 mm
360mm |
115 mm

490 mm

962 / 1,355 mm

85 mm
1,650 mm
500 mm
710 mm
60 /180 / 1,150 | 60 / 180 / 980
540 mm 670 mm

1,480 mm

28 mm

2,012 mm

2,182 mm

1,526 mm 1,356 mm

5.8 /6.0 km/h
0.04 / 0.05 m/s
0.26 / 0.16 m/s

8/15%
Electromagnetic
1.2 kw

2 kw

no

24 / 150 V/Ah
150 kg

ac

<70 dB(A)

320 KN ac
Electric

Pedestrian

2t

600 mm 500 mm
980 mm 810 mm
1,396 mm 1,226 mm

462 kg

polyurethane
230 x 75 mm
85 x 90 mm

80 x 45 mm

(1x +2) /2 n®

489 mm
360 mm |
115 mm

490 mm

962 / 1,355 mm

85 mm
1,544 mm 1,544 mm
564 mm
710 mm
60 / 180 / 1,150 (60 / 180 / 980
540 mm 670 mm

28 mm
2,075 mm

2,245 mm

1,589 mm 1,419 mm

5.8 /6.0 km/h
0.04 / 0.05 m/s
0.26 / 0.16 m/s

8/15%
Electromagnetic
1.2 kw

2 kw
DIN
24 /180 (250%) V/Ah

180 kg

ac

<70 dB(A)

*QOption
40
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Lowlift Truck

Material Handling Equipm

Modle 316 KN-C ac 316 KN-M ac 330 BE 330 K
T4 (4 rulli) | T6 (6 rulli)
Drive Electric Electric Electric Electric Electric
Operator Type Pedestrian Pedestrian Pedestrian | Pedestrian Pedestrian
Load Capacity Rated t 3 3
Load
Load capacity mast lift t 1 0.8
Load capacity initial lift t 1 2
Load capacity initial lift +
mast contemporaneously t 16 16
Load Center Distance ¢ (mm) 600 600 600 600
Load Distance ( center of x (mm) 980 973 980 860 980
load axie to fork force)
Wheelbase y (mm) 1,499 1,498 1,530 1,410 1,460
Service weight incl. Battery (see line 6.5) kg 780 635 638
Axle Loading, laden Front / Rear kg 1,241/ 2,440
Axle Loading, unladen Front / Rear kg 504/ 134
Tires polyurethane polyurethane polyurethane/ vulkollan polyurethane
Tire size, front mm 230 x 75 230 x 75 250 245/ 100
Tire size, rear mm 85 x 70 85 x 70 85 85
Ad‘ﬂit:::;‘g::e's mm 80 x 45 80 x 45 100
il (4 o’ (1x+2)/4 (1x+2)/4 2x/4 2x/6 1x+2/4
Track width, front b10 (mm) 469 469 480 500
Track width, rear b11 (mm) 380 380 360 450 380
Mast lowered height h1 (mm) 1,198 827
Lift h3 (mm) 1,400 550 100 120
Mast extended height h4 (mm) 1,900 /2,010 1,380/ 1,490
Initial lift h5 (mm) 110 110
Height of tiller arm in h14 (mm) 962/ 1,335 926/ 1,335 1425 890/ 1,200
drive position min./ max mm ' ' ! !
Forks lowered height h13 (mm) 90 90 85 85
Overall length 11 (mm) 1,819 1,823 1,860 | 1,830 1,875
Length to face of forks 12 (mm) 669 673 713 725
Overall width b1 (mm) 710 710 782 710
Forks dimensions s/e/| (mm) 75/ 180/ 1,150 75/ 180/ 1,150 60/ 180/ 1,150 60/ 180/ 1,150
Width over forks b5 (mm) 560 560 540 | 680 560
Ground clearance, centre
of wheelbase m2 (mm) 15 15 & 25
200 1200 1o baere. Ast (mm) 2,348 2,348 2,140 2,140 2,240
Turning radius Wa (mm) 1,692 1,690 1,720 1,600 1,820
Travel speed laden / unladen km/h 58/ 6 58/ 6 58/ 6 58/ 6
Lifting speed laden / unladen m/s 0.10/ 0.15 0.15/ 0.22 0.06/ 0.08 0.04/ 0.05
Lowering speed laden / unladen m/s 0.30/ 0.20 0.30/ 0.25 0.26/ 0.09 0.26/ 0.06
Max gradient performance 9% 5/ 10 5/ 10 15/ 20 10/ 18
Service brake Electromagnetic Electromagnetic Inversion braking Inversion braking
Traction motor, rating S2 60 min kw 1.2 1.2 2x26 2
Lift motor, rating S3 15% kw 2 2 2 2
Battery according to DIN
43531 /35/36 A, B, C, no ne ne ne ne
Battery voltage, nominal capacity K5 V/Ah 24/ 150 24/ 150 24/ 375 24/ 200
Battery weight kg 150 150 280 200
Energy consumption
according to VDI cycle
Type of drive control ac ac MOS DC MOS DC
Sound level at driver’ s
ear according to EN 12 <170 <170 <70 <70
053
*QOption
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