Material Handling Equipment

Battery Forklift

Linde

Electric Man-Down
Turret Truck (5022)

A Capacity 1000 kg -1350 kg

Features

Cabin

- Side seated operation allows the
truck operator to have excellent
vision during both forward and
reverse traction of the truck

= This driving position also allows the
operator to park the truck in aisle,
and exit the cab safely

- Comfortable working space for
increased throughput

= Various comfortable and adjustable
seat options

- Different storage compartment
options are available to suit individual
customer requirements

Linde System Control (LSC)

- The Linde system control (LSC)
represents a significant advance in the
smart control of Man down VNA trucks

= LSC Standard 3.0. Dynamical diagram
of residual capacity depending on
the actual speed and lifting heights

= LSC with load recognition 3.1.
Detection of load, additional lifting
functions are adjusted

- 15C with load sensor 3.2. Detection of
load, additional lifting functions are
adjusted as well the driving parameters.

= LSC with weight and load recognition
3.3. Driving profile depending on the
actual transported weight plus the 3.1
optimization
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Modular concept

= Unique modular designed truck enables
the perfect specification for each
application

- Combination of different lift and drive
motors, chassis, masts, batteries, cabins,
elc. to suit each application

Drive and lift

- High performance AC drive and Lift
motors are fitted as standard

= Optional motor sizes allow the truck
performance to be matched to
customer requirements

Control concept and display

- The high contrasting LCD display
gives excellent driver information

- Fatigue free working due to ergonomic
positioned multifunction joystick

- The simple ergonomic controls allow
precise, accurate function control, once
again reducing driver fatigue and
increasing truck throughput

Batteries

- Easy and quick battery change with
truck battery rollers and static battery
stands

- The modular system allows batteries
from 465 to 1240Ah to be fitted

Mast

- Standard and triplex mast options
are available up to 1350kg capacity

= The slim mast design gives excellent
vision when both stacking and
retrieving pallets

- Arigid, strong mast design helps
reduce mast sway, therefore
increasing truck cycle times

Camera and Positioning

= Optional positioning systems are
available helping to give high
throughputs

- Easier pallet handling at height
through camera system

- Safe driving with camera
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1.1 Manufacturer LINDE LINDE LINDE
o |12 Manufacturer's model designation A A A Standard 1 000 kg
Z |13 Power unit Battery Battery Battery - s s . .
% (14 opention Seated Seated Seated Total lift Main lift Height  Auxiliary lift ~ Maximum
s B Load carrying capacity Q (ka) 1000 1350 1350 above floor lowered (2) height (1)
© 116 Load centre c (mm) 600 600 600 h1 h25 h3 h13 h9 h4
1.9 Wheelbase y (mm) 1595 1739 1943 4900 8 655 7 600 60 995 9800
g i ; Z\/e\lg\m (E:I"'d.ba‘::ry)ﬂ d front /i :g 185551/134259 2]7569/835809 25;?;102 sl . S e 2 Seltlt
; xle loadings without load front/rear q
3.1 Tyres ___Polyurethane Polyurethane Polyurethane 3900 6655 5600 60 995 7800
32 Tyre size, front mm 360/140 360/140 360/140 3400 5655 4600 60 995 6800
S [33 Tyre size, rear mm 370/160 370/160 370/160 2900 4655 3600 60 995 5800
£ |35 Wheels, number front/rear (x=drive wheel) 1%/2 1%/2 1%/2 2 400 3655 2 600 60 995 4800
3.6 Track width, front b10 mm 1290 1290 1290 2200 3255 2200 60 995 4 400
£74 Track width, rear b11 mm s - -
4.2 Height of mast, lowered h1 (mm) 3400 3900 2900 standard 1 350 k
43 Free lift h2 (mm) E = 1650 9
44 Lift height h3 (mm) 4600 5200 5050 Total lift Main lift Height  Auxiliary lift  Maximum
45 Height, masl raised hd (mm) 6050 6650 6500 above floor Ll lowered (2) height (1)
A7 He\g:t to;np of overhead guard :6 (mm) 2200 2200 2200 h1 h25 h3 h13 h9 h4
48 Seat height 7 (mm) 1050 1050 1050
4.15 Fork height lowered h13 (mm) 60 60 60 4900 8255 7200 60 995 9 400
4.19 Overall length (incl. forks) 11 (mm) 2884 3028 3232 4400 7255 6200 60 995 8 400
421 overallwidth b1/b2 (mm) 1250/1500 1250/1500 1250/1500 3900 6255 5200 60 995 7400
L 422 Forkdimensions s/e/l (mm) 50/120/1200 50/120/1200 50,/120/1200 3400 5255 4200 60 995 6 400
S [423  forkcarriagelo DIN 15173 / class/form A, B, no (mm) special Special Special 2900 4255 3200 60 995 5 400
? 4.24 Width of fork carriage b3 (mm) 710 710 710 2 400 3255 2200 60 995 4400
S |4.25 Width of forks min./max. b5 (mm) 500/640 500/640 500/640
g 427 Width over side guide rollers b6 (mm) 1675 1645 1645 2200 2855 1800 60 995 4000
= [a29 Lateral reach travel b7 (mm) 1400 1308 1308 N
431 Ground clearance beneath mst, laden m1 (mm) 2 4 2 Triplex 1 350 kg
432 Ground clearance at centre of wheelbase m2 (mm) 80 80 80 § : oh g &
434 Aisle width Ast (mm) 1Ll 1650 1650 ang\t/Zlfl;gor Ml el IoHv?/gr:td Auxﬂ(lg;y " rqﬂe?;;][?lé?;
435 Turning radius Wa (mm) 1826 1970 2174
438 Centre of axle to fork pivot 18 (mm) 703 703 703 h h25 h3 h2 h13 h9 h4
439  Headcentre A (mm) 480 1580 180 3900 8505 7450 2650 60 995 9650
440 Width of reach carriage B (mm) 1560 1465 1465 3 400 7 405 6 350 2150 60 995 8550
441 Head width F(mm) 250 250 250 2900 6105 5050 1650 60 995 7250
4.42 Transfer aisle width (min.) Au (mm) 3346 3490 3694 2 400 4 605 3550 1150 60 995 5750
CA| Travel speed, with/without load km/h 10.5/10.5 10.5/10.5 10.5/10.5
g |52 Lift speed, with/without load m/s 0.56,/0.70 0.51/0.55 0.52/0.55 2200 4005 2950 950 60 995 5150
S |53 Lowering speed, with/without load m/s 0.55/0.55 0.55/0.55 0.55/0.55 h25=h3+h9 +h13
é 5.4 Reach speed, with /without load m/s 0.30/0.45 0.30/0.45 0.30/0.45 1. Without auxiliary lift: h4 - 750 mm
& [s9 Acceleration time, with/without load s 5/5 6/6 6/6 2: Without auxiliary Iift; h25 - 995 mm
5.10 Brakes Regenerative
6.1 Drive motor, Power KW 6.5kW/S2=60min  6.5kW/S2=60min  6.5kW/S2=60min AST Data
6.2 Lift motor, Power kW 24.0kW/S3=15%  24.0kW/S3=15% 24.0kW/S3=15% = "
63 Battery 1EC 2542; C EC 2542; C 1EC 2542; C Palle;l size Stacking Ast Nmin Au-opt
6.4 Battery type, voltage, capacity (5h) V/Ah  PzS,48V,700Ah Pz, 48V,980Ah Pz, 48V, 1120 Ah size depth ()] ()
65 Battery weight (+5 %) kg 1119 1498 1688 oUTo 1200 x 800 1200 1630 3202 plus 500
8.1 Type of drive control Microprocessor Microprocessor Microprocessor 800 x 1200 800 1275 8539 plus 500
8.4 Noise level at operator’s ear dB (A) 68 68 68 e 1200x 1000 1200 1630 3368 DIUS 500
Values can vary + 10 %. The calculed speed profiles are based on our floor quality rules. Subject to change without notice. P 1000x1200 1000 1430 3505 plus 500
Examplary configuration based on modular system. Please contact your local sales department for an individual truck configuration.



