Material Handling Equipment

Battery Forklift
Linde

Electric Reach
Truck (115-03)

R14S Capacity 1400 kg
R16S Capacity 1600 kg '
R20S Capacity 2000 kg

Features

Superb working environment Stability Linde twin drive pedals Precision Servicing

- linde

fingertip control of all mast movements
- Ergonomic seat fully adjustable to

the of

- Adjustable steering console

Load Control: Precise, effortless

perator’s personal preferences

-Chassis designed and built for
maximum strength and durability

- Heavy-duty construction materials
and components provide low centre of
gravity for stability and high residual

- Fast change of forward-reverse
direction without shifting feet on pedals

- Short pedals stroke

- Reduced operator fatigue and
increased productivity

- Accurate control of driving with Linde
twin drive pedals

- Precision load handing with Linde
Load Control levers

-Responsive progressive and
adjustable electric steering with

- Maintenance-free AC traction and lift
motors

- Configurable Linde Digital Control
System, incorporated diagnostic
technology

- Easy service access

capacities essential ‘road feel’ - Up to 1000 operating hours between
- Digital instrument display for instant services
readout of truck status
1.1 Manufacturer Linde Linde Linde
. 1.2 Model designation R145 R165 R205
£ 13 Power unit: battery, diesel, petrol, LP gas, mains power Batten Batlery Battery
5 1.4 Operation Seated Seated Seated
B 15 Load capacity Q(kg) 149 169 209
S 1.6 Load centre <(mm, 600 600 600
1.8 Axle centre to fork face x(mm) 239 344 403
19 Wheelbase y(mm) 1275 1385 1520
. 21 Service weight kg 28909 20404 32609
-4 23 Axle load without load, front (drive)/rear (load) kg 1800/1090 %) 1900/1040 %) 2120/1140
] 24 Axle load, fork outreached with load, front (drive) /rear (load) kg 520/3770" 530740109 630/4630%
25 Axle load, fork relracted with load, front (drive) /rear (load) kg 1485/2805 9 1690/2850 4 1960/33009
31 Tyres, front (drive) /rear (load) C = cushion rubber, P = p/P b/P b/P
32 Tyre size, front (drive) wheel mm 343X135 343X135 343%135
2 33 Tyre size, rear (load) wheel mm 285100 285%100 350x100
& 35 Wheels, number front (drive) /rear (load) (x = driven) 1%/2 1x/2 1%/2
= 36 Track widlh, fronl (drive) min 0 0 0
3.7 Track width, rear (load) mm 1150 1150 1150
4.1 Mast/fork carriage tilt, forward/backward /B ( 2/4 2/4 2/4
42 Height of mast, lowered h1(mm) 2476 2476 2910
43 Freelift h2(mm 1627 1627 2061
4.4 Lift h3(mm) 5755 1) 5755 ) 57557
45 Height of mast, extended ha(mm) 6495 6495 6495
4.7 Height of overhead quard (cabin) hé(mm) 2110 2110 2110
48 Height of seat, minimum/maximum h7(mm) 940/1030 940/1030 940/1030
410 Height of reach legs hg(mm) 310 310 373
419 Overall length 11(mm) 2407 2411 2483
g 420 Length to fork face 12(mm) 1257 1261 1333
2 421 Overall width bi/b2 1234/1250 1234/1250 1234/1250
g 422 Fork dimensions s/e/I(mm) 80x40x1150 100x45x1150 100x45x1150
8 423 Fork carriage to DIN 15173, class/form A, 8 24 24 2A
4.24 Width of fork carriage b3(mm) 830 830 830
4.25 Fork spread, minimum/maximum b5(mm) 296/690 316/710 316/710
426 Width between reach legs ba(mm) 922 922 922
128 Reach travel 14(mm) 4242 5342 6237
131 Ground clearance, mast mi(mm) 75 75 75 oLinkte
432 Ground clearance, centre of wheelbase m2(mm) 75 75 75 2 ¢
433 Aisle width with pallet 1000x1200 across forks Ast(mm) 2709 2729 28219 Actine 1 Adiae
434 Aisle width with pallet 800x1200 along forks Ast(mm) 2781 2785 28679
435 Turning radius Wa(mm) 1540 1640 1775
437 Length of chassis 17(mm) 1638 1748 1911
5.1 Travel speed, with /without load km/h 1359 1359 1359
5.2 Lifting speed, with/without load m/s 0.42/0.66 % 0.40/0.66 % 0.32/0.514
o 53 Lowering speed, with /without load m/s 0.55/0.45% 0.55/0.459 0.55/0.44
5 5.4 Reach speed, with/without load m/s 0.15/0.15% 0.15/0.159 0.15/0.159
E 5.7 Climbing ability, with/without load, 30minute rating % 45/82 4.7/82 39/7.1
5 58 Maximum climbing ability, with/without load, Sminute rating % 10/10 10/10 10/10
& 59 Acceleration time, with/without load s 55/4.8 5.5/4.8 58/5 —
510 FCRIE ok By de it [ aoss [ siss | o755 | s [ oo [ ov | 7 | 78 [ oo [ oo | oo
6.1 Drive motor, 60minute rating kw 65 65 65 et v [ e | e | ver | o | e | aoer | aser | aser | aser | e | soer
@ 62 Lift motor, 15% rating W 120 140 140 Helghtolmostiowerd | h | 2110 | 2476 | 2476 | 910 | 2910 | 2910 | save | w6 | 376 | 38 | 3900
5 63 Battery according to IEC 2542 T T he | saws | seos | oiss | owws | 7avs | evs | 7ows | w5 | wews | wows | ows
6.4 Battery voltage /rated capacity (5h) V/Ah 48/5602 48/5602) 48/7002 R16
= L = — — 12 e R E A A e e
R B Type of drive control Linde Digital Control (LDO) 8 TN Y7 77 I T N 78 T 7 I T ECT T
g 82 Working pressure for attachments bar 200 200 200 heihtof masextended | h | 5395 | 5698 | 6495 | o395 | 7395 | 7e95 | 7995 | savs | mevs | oa9s | 9ess | owws | woios
8 83 Oil flow for attachments /min 65 65 65 o
84 Noise level al operator's ear dB(A) 63 3] 64 e 58 s )| i s st v
N ——— freeult o | 1261 | 627 | 1622 | 206 | zom1 | 2om1 | aswn | asm | aser | asm | ase | a0 | 30m1 | om0
[ 2110 | 2476 | 2476 | 2910 | 2930 | 2030 | 3430 | 3430 | 3430 | 3430 | 3430 | 3930 | 3930 | 3930
1) For all heights, see table b [s095 [ 5395 [ 5095 | o495 | 7139 | 7439 | 7739 | s3> | 339 | 9 [ ouso [omo [ omso | o999
2) Alternative batteries or optional integral sideshift increase length to fork face and 900 stacking aisle widths. —
3) Capacymaybeeduced it
4) Traction, lift, lower and reach speeds and weights may vary with alternative lift heights Free it b | 3081 3081 3581 3581 3581 3581 081 081 081
5) Lift heights 6400 mm and above increase length to fork face and 90°stacking aisle widths by 27 mm on R 205 Heightofmestioweid | 0 | 3530 | 4oo | a0 | w0 T 40 | om0 | w30 [ 4%
6) Alternative widths over reach legs of 1400 mm or 1600 mm are available for R 205 -—
With STD 1200mm high load backrest, the actual mast extended height h4 willncrease S00mm.
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