Engine Forklift

Linde

Forklift Truck (1411 Series)

Capacity 10000 - 16000 kg
HT100Ds - HT160Ds

') Material Handling Equipment

Features

Modern, powerful engines

Reliable equipment

Precise operation

Linde Service Monitoring System (SMS)

Linde Carriage Options

= Modern, reliable and fuel-efficient Diesel - Known quality OEM components, - Power on Demand Capability - Optimized Total Cost of Ownership due - NEW - fully independent side shift
engines thoroughly tested for endurance and = Linde Load Control electro joysticks to real time monitoring of total engine carriage
2 Mercedes 4R1000 Stage T4F at 129 kW or security in operation > Precise load handling and powerful hours, idle time, static working hours = NEW - self levelling carriage and forks
150 kW power ratings incorporating selec- > Variable displacement piston pumps acceleration based on hydro-dynamic and mobile working hours for uneven surfaces and long loads
tive catalytic reduction and CanBus control valves drive - Lubricants are changed based on appli- = Linde fully integrated carriage and
- Perkins 1106D E707TA Stage T3 at 129 kw > Kessler D81 Drive Axle cation and not fixed hours - saving forks system with side shift and fork
- IF 3WG 161/ 2F 3WG 131 time, money and resources positioning
Transmission = Best in class engine oil change at < Linde flat-face carriers with Terminal
- Heavy Duty mast and chains 750hrs intervals West hook type forks
Operator’s compartment Forward Tilt Cab Unique all-round visibility
- Maximized cab and adjustable steering - Unique design - Excellent through mast visibility due to
column = Major service items can be reached an optimized seating position
= Linde Load Control electro joysticks rapidly and easily by tilting the cab for- = The Panzer Glass roof section provides
= IFM Colour Display 4.3“ High Resolution ward and lifting the cooler assemblies excellent visibility on the elevated
= Optional 7“ High Resolution Colour = Maximized access allows engine and load
Display with rotary multi-function transmission removal as a single unit = Superb rear visibility quaranteed by a
interface” = Minimizes truck footprint in the service wide rear screen and the unique Linde
center ,Clear View” deck incorporating a flush
= Easy service access from both sides of mounted cooling pack, the repositio-
the truck ning of all obtrusive components and
the Porsche designed counterweight
Manufacturer LINDE LINDE LINDE LINDE LINDE LINDE LINDE LINDE LINDE LINDE
Model designation HT100Ds/600 HT12005/600 HT140Ds/600 HT150Ds/600 HT16005/600 " HT100Ds/1200 HT120Ds/1200 HT140Ds/1200 HT15005/1200 HT160Ds/1200
Series 1411-00 1411-00 1411-00 1411-00 1411-00 1411-00 1411-00 1411-00 1411-00 1411-00
Power unit Diesel Diesel Diesel Diesel Diesel Diesel Diesel Diesel Diesel Diesel
Operation Seat Seat Seat Seat Seat Seat Seat Seat Seat Seat
Load capaity/Load Q() 100 120 140 15.0 160 100 120 140 150 160
Load centre < (mm) 600 600 600 600 600 1200 1200 1200 1200 1200
Axle centre 1o fork face (mm) 847 847 884 834 884 884 884 929 929 929
Wheelbase y (mm) 3000 3000 3000 3250 3250 3000 i 3250 3250 3500 3500
Service weight (kg) 16298 16453 19081 19253 19720 19274 20725 22113 21981 22786
Axle load with load, front,/rear (kg) 23150 / 3148 26163 / 2290 30495 / 2586 31500 / 2753 32935 / 2785 27088 / 2186 30464 / 2261 33565 / 2548 34553 / 2428 36157 / 2629
Axle load without load, front /rear (kg) 8327 /7971 8375 / 8078 9570 / 9511 9651 / 9602 9629 / 10091 10141 /9133 10769 / 9956 10394 / 11719 10429 / 11552 10424 / 12362
Tyres rubber, SE, pneumaic, Pneumatic Pneumatic Pneumatic Pneumatic Pneumatic Preumatic Pneumatic Preumatic Pneumatic Pneumatic
Tyre size, front 10.00-20 / 16PR 10.00-20 / 16PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR 12.00-20 / 20PR
Tyre size, rear 100020 / 16PR 100020 / 16PR 12,0020 / 208 12,0020 / 20R 12,0020 / 20/R 12,0020 / 20R 12,0020 / 200 12,0020 / 200 12,0020 / 20R 12,0020 / 20,
Wheels, number front;/rear (x = driven) /2 /2 /2 /2 /2 /2 /2 /2 /2 /2
Track width, front b10 (mm) 1874 1874 1874 1874 1874 1874 1874 1874 1874 1874
Track width, rear b11 (mm) 1970 1970 1970 1970 1970 1970 1970 1970 1970 1970
Mast/fork carriage tilt, forward /backward a/b () 15.0 / 10.0 15.0 / 10.0 15.0 /10.0 15.0 / 10.0 15.0 / 10.0 15.0 / 10.0 15.0 /10.0 15.0 / 10.0 15.0 / 10.0 15.0 / 10.0
4.2 Height of mast, lowered h1 (mm) 3405" 3405 3735" 3735 3735" 3735” 3735” 3735" 3735” 3735”
43 heelift h2 (mm) 150 150 150 150 150 150 150 150 150 150
Lift h3 (mm) 4000 4000 4000 4000 4000 4000 4000 4000 4000 4000
Height of mast, extended hd (mm) 5329 5329 5661 5661 5661 5661 5661 5661 5661 5661
Height of overhead guard (cabin) h6 (mm) 3010 3010 3035 3035 3035 3035 3035 3035 3035 3035
Height of seat/stand on platform h7 (mm) 1974 1974 2004 2004 2004 2004 2004 2004 2004 2004
Towing coupling height h10 (mm) 550 550 580 580 580 580 580 580 580 580
Overalllength 11 (mm) 5984 5984 6066 6316 6316 6984 7316 7516 7766 7766
Length to fork face 12 (mm) 4584 4584 4666 4916 4916 4584 4916 5116 5366 5366
Overall width b1/b2 (mm) 2530 / 2530 2530 / 2530 2565 / 2565 2565 / 2565 2565 / 2565 2565 / 2565 2565 / 2565 2565 / 2565 2565 / 2565 2565 / 2565
Fork dimensions s/e/! (mm) 90 X 200 x 1400 90 200 x 1400 100X 200X 1400 100 200 x 1400 100 200 1400 100 x 200 x 2400 100 200 x 2400 100 250 x 2400 100X 2502400 _ 100 % 250 x 2400
Fork carriage 10 150 2328, dlass/type A, B Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn. Hyd Fork Posn.
Width of fork carriage b3 (mm) 2545 2545 2545 2545 2545 2545 2545 2545 2545 2545
Fork spread, min/max bS (mm) 610/ 2274 610/ 2274 620/ 2220 620 /2220 620 /2220 620 / 2220 720 / 2290 720 / 229 720 / 229 720 / 229
Ground clearance, below mast m1 (mm) 172 172 200 200 200 200 200 200 200 200
Ground clearance, centre of wheelbase m2 (mm) 346 346 376 376 376 376 376 376 376 376
Aisle width with pallet 1000 x 1200 across forks Ast (mm) 6549 (6149)°” 6549 (6149)"” 6586 (6186) *” 6822 (6422)*" 6822 (6422)*” 7586 (6422)** 7822 (6186) "> 8041 (6422)*” 8283 (6422)” 8283 (6641)*”
Aisle width with pallet 800 x 1200 along forks Ast (mm) 6549 (6349) " 6549 (6349)" 6586 (6386)*" 6822 (6622)*" 6822 (6622)* 7586 (6386)** 7822 (6622)"* 8041 (6841)* 8283 (7083)" 8283 (7083)*"
Aisle width with load length 2400 mm Ast (mm) - » 7586 7822 8041 8283 8283
Tuming fadius Wa (mm) 0102 4102 4102 4338 4338 4102 4338 4512 4754 4754
Minimum pivoting point distance b13 (mm) 1362 1362 1362 1405 1405 1362 1405 1405 1448 1448
Travel speed, with/without load (km/h) 29.1/219 291/219 302/283 302/283 30.1/281 30.1/288 29.9/284 298 /281 298/279 197 /21.7
Lifting speed, withy/without load (m/s) 042/- 042/~ 042/ - 042/ - 042/ - 042/~ 042 /- 042/- 0.42/- 042/ -
Lowering speed, with/without load (m/s) 0.42 / 0.42 0.42 / 0.42 0.42 /0.42 0.42 / 0.42 0.42 / 0.42 0.42 /0.42 0.42 / 0.42 0.42 / 0.42 0.42 / 0.42 0.42 / 0.42
Tractive force, with/without load (N) 100500 / 98500 100600 / 98300 95500 / 92800 105900 / 103000 105800 / 102700 95500 / 93500 95200 / 92900 105300 / 102600 105400 / 102400 105200 / 102100
Climbing ability, with/without load (%) 808 /413 797/376 593 /298 61.7/322 653 /306 58.5 /344 53.0/302 556 /303 560/ 294 53.4/2738
Acceleration time, with/without load ©) - 55/50 -
Service brake Wet disc Wet disc Wet disc Wet disc Wet disc Wet disc Wet disc Wet disc Wet disc Wet disc
Battery voltage/rated capaity (sh) (v/Ah) 24(2x12) / 95 24(2x12) / 95 24(212) / 95 24(2x12) / 95 24(2x12) / 95 24(2x12) / 95 24(2x12) /95 24(2x12) / 95 24(2x12) / 95 24(2x12) /95
Engine manufacturer/type MIU 4R1000 MIU 4R1000 MIU 4R1000 MIU 4R1000 MTU 41000 MIU 41000 MIU 4R1000 MIU 4R1000 MIU 4R1000 MIU 4R1000
Engine performance according 1o 150 1585 (kw) 129 129 129 150 150 129 129 150 150 150
Rated speed (1/min) 2200 2200 2200 200 2200 2200 2200 2200 2200 2200
Number of cylinders, (-/cm3) 4/5100 4/5100 4/5100 4/ 5100 4 /5100 4/ 5100 4/5100 4/ 5100 4/ 5100 4/5100
Fuel consumption according to VOI cycle /h) - - - - - - - - - -
Operating pressure for attachments (bar) 250 250 250 250 250 250 250 250 250 250
il flow for attachments (1/min) 5100 5100 5100 5100 5100 5100 5100 5100 5100 5100
Noise level at operator's ear (dB(A) 70 70 70 70 70 70 70 70 70 70
Towing coupling, design/type, DIN 15 170 T @ 50 mm @ 50 mm 0 50 mm 050 mm 0 50 mm 050 mm 0 50 mm 0 50 mm 0 50 mm 0 50 mm

1) HT180D5/600 on request
2)  HI18005/900 on request
3) Wit 150 mm free lift

4 Including 3 200 mm (min.) operating aisle clearance.

5)  Figures in () if fork length
6) Figures in () if fork length

000 mm
200 mm

54



