Automate MHE

>>>AGV-PS15RM Vision Navigation Straddle Reach Mode Intelligent Stacking AGV

AGV-PS15RM New Vision Navigation Straddle Reach Mode Intelligent Stacking AGV, uses vision navigation
technology, with rated load 1.5 tons, and the highest stacking height of 4.8 meters, meeting intelligent
upgrading requirements of the warehouse. Its forks have no straddle arms, and can meet various pallets,

conveyor line and docking organization.

>>>Safety Protection System

Laser obstacle detection sensor, fork ultrasonic, pallet in place detection switch and surrounding vehicle
body mechanical anti-collision switch and other measures can ensure safe and reliable operation of AGV.

>>>Maximum Load VS Height Table

Type PS15RMPLUS
Mast 4800mm
h3
{rrin) Q (kg)
//
4800 | ||| 900 | 700
4500 | | || 1000 | 800
3600 | | | | 1200 | 1000
3000 | || | 1400 | 1200
2500 | | || 1500 | 1300
///// / // ///////
c(mm) 600 700

VIEW VIDEO ONLINE



>>>AGV-PS15RM Product Parameters

Item NO. Description Unit Performance Parameters
1.1 Navigation Mode Vision Navigation
1.2 Load Mode Straddle Reach Stacking
Characteristics 1:3 Driving Mode Steering Wheel Driving
1.4 Operation Mode Automatic and Manual Switching
1.5 Rated Load Capacity Q(kg) 1500
1.6 Maximum Lifting Height h3 (mm) 4800
2.1 Navigation Accuracy (mm) *10
Control ; mm
ARGUFEEY 2.2 Parking Accuracy (mm) +10
2.3 Positioning Accuracy (mm) *5
3.4 Truck Weight (Batteries Included ) kg 1800-2250
3.2 e e 11/b1/h1 (mm) 2160/1184/2196
3.3 Fork Dimensions s/e/1 (mm) 35/100/920(1070)
3.4 Fork Outer Width b5(mm) 220-760
Distance Between Support
3.5 Feet Inner Side by b(mm) 880
3.6 Straddle Reach Distance 14(mm) 630
Carbody 3.7 Minimum Ground Clearance m2(mm ) 40
Performance
Channel Width 1000X1200
5id Placing Crossing Forks Ast(mm) o510
Channel Width 800X1200
3.9 Placing Along Forks Ast(mm ) 3540
3.10 Fork Initial Height h13 (mm) 85
344 Tyre Polyurethane ( PU)
4.1 Battery Voltage/Capacity V/Ah 24/270; 24/400
Batteries i - : :
g 4.2 Charging Mode Online Charging, Manual Chargin
Charging 9109 ging ging
4.3 Battery Type Lithium Batteries/Lead-Acid Batteries
Straight Line Speed
5.1 (Unm%nned Workshop) m/s 1-1.2
5.2 ?ﬁﬁ?ﬁ%ﬂfv'éﬁ?ﬁe I\S/I‘i)fe%% m/s Below 1m/s for Recommendation
Speed, 5:3 Turning Speed m/s 0.4
Channel . . .
5.4 Routine Turning Arc Radius (mm) 1900
Right-Angle Stacking Channel Width
5.5 (1.2*1.2) (mm) 3900
6.1 Blue Light Indicator (Optional)
6.2 Safety Prompting Tricolor Status Indicator
Voice Broadcast, Music Reminder,
6.3 Buzzing Warning
Safety 6.4 Abnormal Status Display and
Protection Acousto-Optic Alarm
System 6.5 Laser Obstacle Detection Sensor
6.6 Fork Ultrasonic
Safety Protection
6.7 Palletin Place Detection Switch
6.8 Surrounding Vehicle Body Mechanical
2 Anti-Collision Switch
7 Noise Level dB/(A) <69
Others
1.2 Communication Mode Commercial 5G Communication
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