Order Picker

Handling Equipment

Linde

Modular high level man-up

Order Picker

V 24V Capacity 800 kg

V 48V Capacity 1200 kg
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Features
Modular concept Qperator's compartment Variety of applications Control concept Steering
- Unique modular design allows the perfect - specially designed side barriers for > Forks mounted on the operator’s plat- > Controls and integrated display panel > Electric steering with defined centre
specification for each individual application optimal order picking form for warking with walk-out pallets. are in the operator’s field of view position
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Combination of different lft motors, drive
motors, chassis, masts, batteries, cabins,
elc. 1o suit every application

Two voltage vafiants provide the perfect
solution to customers needs: 48V for high
performance in medium and heavy duty
applications and 24V variant for low to
medium duty applications
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High performance with intelligent con-
trol systems

> Linde System Control (LSC) gives
stepless automatic adjustment of
speed depending on steering angle,
Iift height and load weight (optional)
Safe cornering with curve speed con-
trol as standard
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Deadman pedal hidden under suspen-
sion floar mat to avoid trp hazzard
Platform is suspension mounted and
has a floor mat designed to absorb
shocks and vibration

Very spacious cabin due to integrated
control panels for maximum freedom
of movement
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safety

Automatic speed reduction when tur-
ning

All traction and lift functions interlo-

cked through deadman's pedal and 2
handed operation

Emergency lowering valve undef rear
cover easily accessible even in the
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Operator is protected by a cage, the
pallet is secured by a clamp
~ Platiorm welded onto the operator’s
compartment for picking bulky goods
- suppl. lft on operator’s platform. Pallet
can be raised to most convenient wor-
king height for picking

Drive and lift

- The powerful and energy-efficient
drive and lit units combine optimum
performance with low eneray con-
sumption and long life

- Latest MOSFET technology

= Rail guidance rollers of inductive wire
quidance technology can be fitted to
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standard LCD display gives the driver
al necessary information

simple, ergonomic controls allow pre-
cise operation reducing drivef fatigue
and increasing throughput
simultaneaus driving/liting/lowering
safe two-handed operation
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- Esay and precise manoeuvring by
steering knob (optional steering wheel
available)

= Steer angle monitoring ensures safe
high-performance driving characte-
ristics.

- Aisle safety assist tailored for each aisle the truck for VNA applicatians
aisle in your warehause, including ift
or traction interlocks, speed reduction
etc
1.1 Manufacturer LINDE LINDE LINDE LINDE
1.2 Model designation V 24V Example Standard mast” V 24V Example Triplex mast V 48V Example Standard mast” V 48V Example Triplex mast "
- | 122 Series 5213-01 5213-01 5213-01 5213-01
‘E 13 Power unit Battery Battery Battery Battery
% 14 Operalion Order Picker Order Picker Order Picker Order Picker
E 15 Load capacity Q1) 0.8 0.3 1.2 1.2
I 6 Load cenlre ¢ (mm) 600 600 400 400
1.8 Axle centre to fork face X (mm) 345 405 345 405
19 Wheelbase y (mm) 1394 1466 1503 1664
« | 21 Sewvice weight (kg) 31857 43027 41457 54987
f{‘ 2.2 Axle load with load, front/rear (kg) 1272 / 27132 1803 / 32992 1707 / 36382 2289 / 44097
= 123 Axe load without load, front/rear (kg) 1814 /13717 2351 /19517 2302 / 1843”7 2870 / 2628
3.1 Tyres rubber, SF, pneumatic, polyurethane Polyurethane Polyurethane Polyurethane Polyurethane
& 3.2 Tyre size, [ronl @360 x 130 0360 x 130 0360 x 130 0360 x 130
E 33 Tyre size, rear @180 x 156 @180 x 156 @180 x 156 180 x 156
€ [35  Wheels, number front/rear (x = driven) 1x/2 1x/2 1x/2 %/2
= 3.6 Irack width, front b10 (mm) 0 0 0 0
3.7 Track width, rear b11 (mm) 695 895 995 1394
42 Height of mast, lowered h1 (mm) 2900 3400 3900 4500
43 Free lift h2 (mm) - 2750 - 3850
44 Lift h3 (mm) 4125 7160 5725 10160
4.5 Height of mast, extended h4 (mm) 6415 9450 8015 12450
4./ Height of overhead guard (cabin) hé (mm) 2290 2290 2290 2290
4.8 Height of scal/stand on platform h/ (mm) 240 240 240 240
411 Supplementary lift h9 (mm) 740 740 740 740
414 Platform height, raised h12 (mm) 4365 7400 5965 10400
W Height, lowered h13 (mm) 65 65 65 65
@ 119 Overall length 11 (mm) 3277 3536 3018 3294
 [420  length to fork face 12 (mm) 2077 2336 2218 2494
2 (421 overall width b1/b2 (mm) 830 / 830 1080 / 1080 1080 / 1180 1080 / 1580
S Jan Fork dimensions s/e/I (mm) 55 X120 x 1200 55 x 120 x 1200 55 x 120 x 800 55 x 120 x 800
4.23 Fork carriage to IS0 2328, class/type A, B no no no no
4.24 Width of fork carriage b3 (mm) 660 660 /40 /40
425 Fork spread, min/max b5 (mm) 560 / 560 560 / 560 640 / 640 640 / 640
4.27 Width over side guide rollers b6 (mm) o 1275 1375 1815
431 Ground clearance, below mast m1 (mm) 50 50 50 50
432 Ground clearance, centre of wheelbase m2 (mm) 50 50 50 50
434 isle width with pallet 800 x 1200 along forks Ast (mm) - 1320 1380 1820
435 Turning radius Wa (mm) 1732 2034 1873 2089
4.42 Lnd aisle width, with/wilhoul load Au (mm) 3528 3888 3866 4135
5.1 Travel speed, with/without load (km/h) 9/9 10 /10 11/ 11 13 /13
% 5.2 Lifling speed, with/without load (m/s) 0.28 /03 0.23/0.28 036 /0.36 (0.4 / 0.4)" 0.4/032
g 53 Lowering speed, with/without load (m/s) 0.28 / 0.28 0.28 / 0.28 0.32 /0.32(0.35 / 0.35)* 0.35/0.35
5|59 Acceleration time, with /without load (s) 8.0/ 80 8.0/80 8.0/ 80 8.0/ 80
5.10 Service brake generative/Mechanic /Mechanic ‘Mechanic Regel /Mechanic
6.1 Drive motor, 60 minute rating (kw) 4.5 4.5 6.5 6.5
¢ |62 Lift. molor, raling al $3 15% (kw) 7.6 7.6 11.5 13
S [ 64 Battery voltage/rated capacity (5h) (V/Ah) 24/ 840 24/1120 18 / 620 18 / 930
6.5 Ballery weight ( 50) (kg) 687 883 933 1309
<181 Type of drive control Microprocessor Microprocessor Microprocessor Microprocessor
S [84 Noise level ot operator's ear (dB(A)) 64 64 64 64
1) Examplary configuration based on a modular trucksystem. Please contact your local sales 3) Figures in parenthesis for optional ,Heavy”
department for an individual truck configuration.
2) Figures with battery, see line 6.4/6.5.
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